## INSIGNIA

24" 720p LCDTV

## QUICK SETUP GUIDE <br> NS-24L120A13

Thank You
for purchasing this fine Insignia television. of this product for years to come.

## $\underset{\text { TV stand }}{\rightleftarrows}$ <br> TV stand



0000000


Installing the stand
1 Carefully place your TV screen face-down on a cushioned, clean surface to protect 2 Align the stand with the stand column and rotate the stand in the direction of the arrow until you hear it lock into place.


## Installing a wall-mount bracket

1 Carefully place your TV screen face-down on a cushioned, clean surface to protect the screen from damages and scratches.
2 Press the PUSH button on the stand column, then rotate the stand to remove it. 3 Remove the six screws that secure the stand column, then remove the stand


4 Attach the wall-mount bracket to your TV using the mounting holes on the back of your TV. See the instructions that came with the wall-mount bracket for information about how to correctly hang your TV.

## Identifying cables

Your TV has several connection types for connecting devices. For the best video quality,
connecta device to the bestavailible connection. Yourt has several connection types for connection.
connecta device to the best available connection.


You can use an HDMI jack to connect a DVI device to your TV. You need to attach an You can use an HDMI I ack to connecta a DV device to your TV. You need to attach an
HDMII-to-DVI adapter to the end of the HDMI cable that connects to the DVI device's jack.

Connecting a DVD or Blu-ray player, cable box, satellite receiver, camcorder, or game station
Using an HDMI cable (best)


Using composite cable (good)


Connecting an antenna/cable wall jack
Connect a coaxial cable to the ANT/CABLE jack on the back of your TV and to the
Antenna/Cable wall jack.



Setting up and using your remote control 1 Press the release button on the back of the remote to remove the battery
compartment cover. 2 Insert two AAA batteries into the battery compartment. Make sure that the
and - symbols on the batteries match the + and - symbols in the battery and - symbols on
compartment.
3 Replace the cove




